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  Vehicle Make Volvo

  Model

  Model Year

VNL

2012

4V4NC9TH2CN537225  VIN

Vehicle Components

Component Software VersionDescription NetworkSerial Number

Engine Cummins 15.0L ISX1 04993120 00027042 

042216134005 

07700071 I0 BBZ

J1939 

(High)/J1587 

(Low)

79468960

Brakes Bendix EC-60 Advanced ABS BB41062    BB41065 J1939 

(High)/J1587 

(Low)

N/A

Instrument Cluster Volvo Information Display 21548172 21548177 

21720962

J1939 

(High)/J1587 

(Low)

11215011

Vehicle ECU Volvo Vehicle ECU 21682201 21682202 

21682207

J1939 

(High)/J1587 

(Low)

11040772

Cab Climate 

Control

Volvo ECC-ECU 21496485 21241348 

21496490

J1587 (Low)00047135

Lighting Control 

Adminstrator Unit

Volvo Lighting Control Module 21501276 21395099 

21379959

J1939 

(High)/J1587 

(Low)

00000080

Base Unit (Radio 

Gateway to Fixed 

End)

Volvo Radio 21458742 21235029 

21276552

J1587 (Low)21170030

Safety Restraint 

System

Volvo SRS Airbag ECU 21361812 21361837 

21361839

J1587 (Low)00027103
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Vehicle Key Data Points

ValueParameter DescriptionValueParameter Description

Battery Potential 13.80 volts Coolant Level Not Available

Engine Oil Level Not Available Total Avg Fuel Econ 7.80 mpg

Total Engine Hrs 18,244.50 hrs Road Speed Limit 75.00 mph

Cruise Spd Limit 75.00 mph DPF Soot Level Low

DPF Derate Low Malfunction Indicator Lamp On

Red Stop Lamp Off Amber Warning Lamp On

Protect Lamp Off Parking Brake Switch On

DPF Lamp Command Off Exhaust System High Temperature Lamp CommandOff

ABS Control Status Off Not Available Not Available

Engine Speed 761 rpm Odometer 734,494.40 mi

Engine Odometer 591,824.02 mi Instrument Cluster Odometer 734,528.48 mi

Fuel 21% Diesel Exhaust Fluid 46%

Vehicle Issues

4 Active Fault(s) Present

Consumable Fluid(s) Low

Faults

CountFMILookup CodeDescriptionComponentStatus

Active Brakes Open or Shorted Load Sensor (Flash Code 24-3) SID 69 2 1

Active Engine EGR Valve Controller - Out of Calibration. The EGR 

valve has failed the automatic calibration procedure at 

initial key ON. – First occurrence 18504:42:29; Last 

occurrence 18507:12:17

1896 N/A 8

Active Engine Engine Protection Torque Derate - Condition Exists. 

Critical fault codes related to engine operation are active. 

– First occurrence 18504:51:31; Last occurrence 

18504:51:31

3714 N/A 1

Active Lighting Control 

Adminstrator Unit

Fog lamp front - Current below normal or open circuit PSID 5 5 1

Inactive Base Unit (Radio 

Gateway to Fixed 

End)

SAE - Controller #1 - Voltage below normal or shorted to 

low source

SID 254 4 1
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